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@) Helpy UPS Notstromversorgung
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110 - 240 Vac
50-60 Hz
N 12
@O €

Technischen Daten

- Leistung: 16W

- Eingangsspannung: 100 - 230 Vac +5% -10%

- Automatische Sicherung flr Netzeingang

- Eingebauter Akku: 12 Vdc 1,3 Ah Bleibatterie

- Automatische Sicherung fur Akku

- Ausgangsspannung: 13,8 Vdc (bei geladenen Akku)
- Max. Ausgangsstrom: 800 mA

- Optische Betriebsanzeige: rote LED

Anschlusse

A) Stecker fiir Anschlusskabel 20-7020-0015 fir den Anschluss an Helpy Notrufgerate (mit Uberwachungsfunktion
Akku- und Netzausfall)

B) Schraubleiste fiir 12 Vdc zur Versorgung von Fremdgeréate

C) Stromversorgung 230 Vac

Stecker fur den Anschluss des internen Akkus (muss vor Inbetriebnahme angeschlossen werden)
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@) Helpy UPS emergency power supply unit
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110 - 240 Vac
50-60 Hz
N 12
@O €

Technical data

- Power: 16W

- Input voltage: 230 Vac

- Self-restorable fuse on electrical main

- Integrated battery: 12 Vdc 1,3 Ah lead

- Self-restorable fuse on baatery protection

- Output voltage: 13,8 Vdc (with loaded battery)
- Max. output cuurent: 800 mA

- Optical status indicator: red LED

Connections

A) Plug for connection cable 20-7020-0015 for the connection of Helpy emergency phone (with battery and power
failure control)

B) Screw connector fur 12 Vdc for external devices

C) Mains input 230 Vac

Plug for internal battery (must be connected before use)
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